Cce

DECLARATION OF PERFORMANCE
According to EU 305/2011, Annex V
(Performans Beyany, EU 305/2011, Fk 5% gére)

NO: PD-00016

1. Identification code of the product type /
Urdin tipi kimfik kodus:

ELASTORENE

2. Type, batch or serial number or any other
element allowing identification of the
construction product/ Yapr malzemesinn tip,
parti veya seri numarasi ya da tanimianmasint
saglayacak diger unsuriar:

3. Intended use or uses of the construction
product, in accordance with the applicable
harmonised technical specification, as
foreseen by the manufacturer/ Yapr
malzemesinin igii uyumiastirimus teknik
sartnamesine gére imalatcr tarafindan ongdriien
kullanim amaci veya amagiart

BITUMEN-RUBBER BASED, SINGLE COMPONENT
ELASTOMERIC LIQUID MEMBRANE

SU BAZLL, BITUM ESASLI LIKIT MEMBRAN

4. Name and address of the manufacturer/
Uretici Ady ve Adresi

EMULZER ASFALTEVI TECRIT MADDELERI SAN.
TiC. LTD. STI.

Cebeci Caddesi No:73 Kigiikkéy 34100
Gaziosmanpasa/istanbul

5. Name and address of the authorized
representative [ Yeikilf Kisi Ady ve Adresi:




6. System or systems of assessment and
verification of constancy of performance of
the construction product as set out in Annex
V [ Yapr malzemesinin performansinin System 4,
degismeziiginin degerfendirilmesr ve dodrulanmasr | Sistemn 4
sistermn veya sistemieri: (Bu Yonetmelik Ek V de
befirtilen.) :

i TEBAR Test Belgelendirme Arastirma ve Geligtirme
7. In case of the declaration of performance | Tijc A'S. performed Reaction to Fire and

concerning a construction product covered by | \yatertightness Tests under system 4.
a harmonised standard [/ Uyumlastiriimis bir
standart kapsaminda olan bir yapt malzemesine TEBAR Test Belgelendirme Arastirma ve Geligtirme Tic.
iligkin performans beyaninda: A.S. tarafindan Sistem 4 kapsaminda Yangmma Karg
Tepki ve Su Gegirimsizlik testleri gerceklestirilmistir,

8. Declarated Performance/ Performans Beyam

Harmonized Technical
Specification
Uyumliastirilmig Teknik Sartmame

Essential characteristics Performance
Temel Karakteristikier Performans

Reaction to fire
Yangina Tepki
{EN 11925-2:2010)
Determination of Watertightness
Su Gegirimsizlik Testi Class W1
(EN 15820)

EN 15814

9. The performance of the product identified in points 1 and 2 is in conformity with the declared
performance in point 9. This declaration of performance is issued under the sole responsibility of
the manufacturer identified in point 4. / Bu ekin [ inci ve 2 nci maddelerinde tammlanan malzemenin
performansi, bu ekin 9 uncu maddesinde beyan edilen performansa uygundur. Bu performans beyan sadece bu
ekin 4 dincii maddesinde tammlanan imaldtcoun sorumlulugunda olmak iizere hazirlanmistir

Signed for and on behalf of the manufacturer by
Imalatci/ Imalatgt adina imzalayan

Name And Function - Isim Ve Gérevi :OZCAN OZMAN / GENEL MUDUR

Place And Date Of Issue - Diizenlenen Yer Ve Tarik
Signature — Imza




